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Workplace of the Future
"the ability to focus on performance, not 
mere presenteeism, to create trust-based 
relationships, not hierarchies, to embrace 
innovation rather than bureaucracy, and to 
value people more than property"

Realities:

• Average desk utilization is 41%, peak desk utilisation is 68%

• On average meeting rooms are only 38% utilised

According to a report by Lancaster University’s Work 
Foundation, 70 percent of UK offices will be ‘agile’ by the year 
2020.

Agile working involves the use of technology and flexibility in the 
workspace in such a way that employees are empowered to choose 
where they work as long as they deliver according to an organisation’s 
guidelines.

Deployment of environmental and monitoring sensors, driving real time 
reporting and decision-making platforms, enables organisations to:
• Know their workspace
• Manage their workspace for

• Optimum space utilisation
• Positive working environment
• Cost efficiency (integration with BMS and controls)

• Maximise performance and wellbeing of their workforce

“hot desking”

“collaboration areas”

“healthy
buildings”
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Occupancy Monitoring - PIR

80mm x 80mm x 24mm

• Motion (PIR) for Occupancy
• Battery powered (>5 years)
• Detection distance 5m
• Detection range 94° x 82°
• Configurable (USB)

A compact, unobtrusive (passive infrared), 
wall mounted sensor that is battery powered, 
with a battery life (dependant on polling rate) 
>5 years. Polling can be continuous or pre-
configured to set time intervals. Each sensor 
unit has a unique ID from which its reporting 
location (or assignee) is identified. The unit 
connects via LoRa RF LAN (Local Area 
Network) to a compact, mains powered 
indoor cellular gateway, centrally located, 
which transmits the encrypted data to a 
secure cloud-based server.
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Traffic/Occupancy Monitoring – Image/PIR sensor

Up to 48 sqm

Stitching

Multiple points Traffic Flow

• Image based sensors/AI ‘on board’
• LAN, PoE (Cat5e) preferred or WiFi
• Configurable (OTA)
• Reporting on:

• Motion
• Count
• Traffic Flow (virtual lines)

120mm x 35mm 

A compact combination of a CMOS sensor lens and a PIR sensor, 

to generate movement and image data that is processed within 

the unit, using computer vision algorithms, to export metadata.  

The CMOS image sensor is rated to capture images of a generic 

nature, not of a detail or quality by which individual body 

features or facial characteristics/recognition could be identified 

and no image formats are either stored on, can be retrieved 

from or are exported from the sensor unit, only metadata.
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Traffic/Occupancy Monitoring – Image sensor

Side View 2 sensors

Top View 2 sensorsFixing• Image based sensors/AI ‘on board’
• 5V DC power; WiFi
• Configurable for:-

• Motion
• Count
• Traffic Flow
• Posture

110mm x 46mm x 12mm

A compact CMOS sensor lens generate 

movement and image data that is 

processed within the unit, using computer 

vision algorithms, to export metadata.  

The CMOS image sensor is rated to 

capture images of a generic nature, not of 

a detail or quality by which individual body 

features or facial 

characteristics/recognition could be 

identified and no image formats are either 

stored on, can be retrieved from or are 

exported from the sensor unit, only 

metadata.
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Wellness at Work/Building Systems Management

Quality Air, Water, Light 
and Comfort are essential 
in the modern workplace

Improved wellness of employees increases performance

• Decision-making ability is lowered by up to 21% when CO2 levels 
reach 1000 ppm

• Studies have shown 8-11% increases in productivity in well 
ventilated environments with low CO2.

• Cognitive function is also improved with better environmental 
control.

• Employee attrition can be improved by marketing a healthier 
workplace.
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Environment Monitoring 

80mm x 80mm x 24mm

• Temperature
• Humidity
• CO2 Optional
• Battery powered (>5 years)
• Configurable (USB)

A compact, unobtrusive, wall mounted sensor 
that is battery powered, with a battery life 
(dependant on polling rate) >5 years. Polling 
can be continuous or pre-configured to set 
time intervals. Each sensor unit has a unique 
ID from which its reporting location (or 
assignee) is identified. The unit connects via 
LoRa RF LAN (Local Area Network) to a 
compact, mains powered indoor cellular 
gateway, centrally located, which transmits 
the encrypted data to a secure cloud-based 
server.
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Environment & Occupancy Monitoring 

80mm x 80mm x 24mm

• Temp & Humidity for Environment
• CO2 for Environment
• Motion (PIR) for Occupancy

• Detection distance 5m
• Detection range 94° x 82°

• Battery powered (>5 years)
• Configurable (USB)

A compact, unobtrusive (PIR - passive infrared), 
wall mounted sensor that is battery powered, 
with a battery life (dependant on polling rate) >5 
years. Polling can be continuous or pre-
configured to set time intervals. Each sensor unit 
has a unique ID from which its reporting location 
(or assignee) is identified. The unit connects via 
LoRa RF LAN (Local Area Network) to a compact, 
mains powered indoor cellular gateway, centrally 
located, which transmits the encrypted data to a 
secure cloud-based server.
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Measure · Monitor · Maintain

Harnessing environmental sensors to an accessible online platform of maps and dashboards 
that enables you to visualize the status of all your buildings, assets, data in one place.

Sensors and Heatmaps
High Levels of Detail

Understanding your People

Easy to understand Dashboards
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Measure · Monitor · Maintain
Easy to understand Dashboards
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Wellness at Work/Building Systems Management

Wellness

Occupancy

Smart Maintenance (SFG 20)

Smart Building Management
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Smart Building Systems Management

Smart Maintenance (SFG 20)

Utilities Cost Optimisation

• Wirelessly reports power running through a cable
• Can be used to calculate operational costs and efficiency
• Easy to install
• Maintenance free

• Temperature
• Vibration
• Consumption
• Internal Thermal imaging
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www.iris-iot.com


